TAURUS

DOORWARE

Introducing the all-new T90 and T200 single,
double, framed and frameless Auto Door units.
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T90 LIGHT DUTY UNIT
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Technical Specifications

Door Configuration Single Double
Door Leaf Weight Max. 90kg Max. 2 x 90kg
Door Leaf Width DW = 750 - 1600mm DW = 650 - 1250mm
Width of Door Opening W = 1500 - 3200mm W = 2600 - 5000mm

Method of Installation Surface Installation

Supply Voltage

AC110-220V +/- 10%, 50Hz

Opening Speed

150 - 460mm/S (Adjustable)

Closing Speed

130 - 460mm/S (Adjustable)

Door Hold Open Time

0 - 8s (Adjustable)

Manual Open/Close Force

< 40N

Motor

DC 24V, 65W (DC, Brushless)

Environment Temperature

-20°C - +50°C
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T200 HEAVY DUTY UNIT
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Technical Specifications

Door Configuration Single Double
Door Leaf Weight 200kg 2 x 200kg
Clean Opening 1000mm - 2800mm 1800mm - 3800mm
Closed Force: F > 100N
Supply Voltage AC220V +/- 10%, 50/60Hz
Opening Speed 200 - 460mm/S (Adjustable)
Closing Speed 200 - 460mm/S (Adjustable)
Door Hold Open Time 1 - 9s (Adjustable)
Manual Open/Close Force < 100N
Power Consumption < 100W
Environment Temperature -20°C - +50°C




Sales Office | Johannesburg
5 Voyager Street, Linbro Business Park, Linbro Park
Telephone: 011 608 2800
Email: info@ghi.co.za

Durban
3 Elmfield Place, Springfield Park, Durban
Telephone: 031 579 4066
E-mail: kzninfo@ghi.co.za

Cape Town
Unit 6, Elliot Park, 12-18 Elliot Avenue, Epping 2
Telephone: 021 534 0873
E-mail: cptinfo@ghi.co.za

Nelspruit
Unit 5, 25 Waterfall Avenue, Riverside Industrial, Nelspruit
Telephone: 013 757 0520
Email: nelinfo@ghi.co.za

George
Unit 14, George Business Park, Corner Luven &
Nelson Mandela Boulevard, George Industrial, George
Telephone: 044 874 1586
E-mail: cptinfo@ghi.co.za
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